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Staerk Silicone Sealant N60 is high quality one component, neutral room 
temperature curing sealant. This sealant has an anti-fungus agent and its perfect 
for high humidity areas. It effectively seals most building materials: glass, coated 
aluminum, wood, glazed ceramic tiles, fiberglass, vitreous enamel and most 
laminated surfaces. Ideal for ceramic tile grouting and sealing around bathtubs, 
shower stalls, wall fixtures, rimless sinks, kitchen and bathroom fixtures.

RECOMMENDED USE

Ceramic tile grouting
- Elastic waterproof seal of vinyl, tiles and laminated
flooring to walls.

Granite, Marble, Laminated benchtops
- Creating waterproof seal between sinks and
benchtops.
- Joints between benchtops and splashbacks or tiles.
- Sealing between cabinetry and walls or floors.

Bathroom and Laundry areas
- Sealing and waterproofing bathtubs.
- Sealing and waterproofing toilet suites and
bidets.
- Waterproof seal for the basins and vanities. 

Plumbing fixtures
- Waterproofing plumbing fittings for bathroom, kitchen 
& laundry.
- Sealing traps, wastes, pvc pipes, incinerators, filters, 
etc.

Door & Windows Glazing
- Sealing and waterproofing glass to windows and door
frames.
- Waterproofing and bonding of glass shower
enclosures to tiles.

APPLICATION

Cut off the top of the cartridge, position the threaded 
adaptor to the cartridge. Cut the threaded adaptor 
at an angle corresponding to the joint width. Place 
the cartridge into the gun and inject the joint with the 
sealant.

Apply sufficient pressure to the sealant to ensure good 
penetration and adhesion to the joint sides. The 
applied sealant should be smoothed immediately with 
a wet spatula or jointer to clean off excess sealant. 

Staerk N60 Sealant  is not suitable for bonding 
polyethylene, polypropylene, Teflon, silicon or polysty-
rene based materials.

SUITABLE FOR

- GLASS, ALUMINIUM, ALL ALLOYS
- METAL, MIRRORS, GLASS FIBRE
- STONE, MARBLE, POTTERY
- TIMBER, RIDIG PVC, MOST PLASTICS
- CONCRETE, BRICKS, CERAMICS

BENEFITS

Indoor / Outdoor
It is UV resistant, so it can be exposed to direct 
sunlight without compromising the performance of the 
sealant.

Waterproof
This sealant locks out water and adheres to most 
surfaces to create a waterproof seal giving you 
peace of mind.

Superior Elasticity
It has up to +/- 25% movement capacity and 450% 
elongation which will absorb most movement without 
breaking down or cracking.

Guarantee
Against cracking, pealing or crumbling under proper 
usage. We give the one of the longest and 
comprehensive guarantees in the industry.

PACKAGING

300ML Cartridges , 24 Cartridges per box

STORAGE

Protect from freezing, store in a cool dry place at 
room temperature.
Product must be used within 24 months of purchase.

PROPERTIES

Density  1,10 g/cm 
Curing Time +23°C/50% RH | 2 mm/24hrs 
Application Temperature +5°C to +40°C 
Temperature Resistance -40°C to +90°C
Frost Resistance During Transportation Up to -15°C 
Elongation at Break 350% 
Tensile Strength 1,35 N/mm2 
Skin Formation 12 minutes | +25°C
Joint Movement 25% | 25°C 

COLOURS AVAILABLE: CLEAR, WHITE, LIGHT GREY, MID GREY, GREY, 
DARK GREY, IVORY, BEIGE, BROWN, BLACK


