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Silicone sealant N95 is a one component acetic cured product. It shows superior 
weather resistance, waterproof performance and high adhesion to most of the 
building materials: glass, coated aluminium, wood, glazed ceramic tiles, fibre-
glass, vitreous enamel and most laminated surfaces. Ideal for sealing around 
tiles, bathtubs, shower stalls, wall fixtures, kitchen and bathroom fixtures, glass 
windows, skylights, etc.

RECOMMENDED USE

Ceramic Tile Grouting
- Elastic waterproof seal of vinyl, tiles and laminated 
flooring to walls.

Sealing connection joints between ceramic tiles, 
showers, baths
- Sealing between bathtubs and tiles.
- Sealing Shower enclosures.
- Waterproof seal for the basin and vanity.

Doors & Windows
- Sealing and waterproofing glass to windows and 
door frames.
- Waterproofing and bonding of glass shower 
enclosures.
- For assembly and joining glass curtain walls in office 
spaces.

APPLICATION

Cut off the top of the cartridge, position the threaded 
adaptor to the cartridge. Cut the threaded adaptor 
at an angle corresponding to the joint width. Place 
the cartridge into the gun and inject the joint with the 
sealant. 

Apply sufficient pressure to the sealant to ensure good 
penetration and adhesion to the joint sides. The 
applied sealant should be smoothed immediately with 
a wet spatula or jointer to clean off excess sealant. 

Staerk N95 Sealant is not suitable for bonding poly-
ethylene, polypropylene, Teflon, silicon or polystyrene 
based materials.

SUITABLE FOR

- GLASS, MIRRORS, GLASS FIBRE
- ALUMINIUM AND SOME METALS
- WOOD, PARTICLE BOARD, MDF
- CERAMIC, PORCELAIN, POTTERY
- MANY DIFFERENT PLASTICS

BENEFITS

UV Resistant
This specialized sealer for glass was made to 
withstand the harshest NZ environments with extreme 
UV and temperature resistance (-40 C – 150 C).

Waterproof
With excellent adhesion strength and elasticity, this 
waterproof seal will withstand high stress and severe 
conditions indoors and outdoors.

Mould Resistant
This RTV-1 sealant will prevent any mould growth which 
makes it superb for all glass applications in wet and 
humid areas.

Guarantee
Against cracking, pealing or crumbling under proper 
usage. We give one of the longest and comprehensive 
guarantees in the industry.

PACKAGING

300ML Cartridges , 24 Cartridges per box

STORAGE

Protect from freezing, store in a cool dry place at 
room temperature.
Product must be used within 24 months of purchase.

PROPERTIES

Density  1,03 g/cm 
Curing Time +23°C/50% RH | 2 mm/24hrs 
Application Temperature +5°C to +40°C 
Temperature Resistance -40°C to +90°C
Frost Resistance During Transportation Up to -15°C 
Elongation at Break 350% 
Tensile Strength 1,15 N/mm2 
Skin Formation 12 minutes | +25°C
Joint Movement 25% | 25°C 

COLOURS AVAILABLE: WHITE, LIGHT GREY, MID GREY AND GREY.


