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The bonding powerThe bonding power

This Staerk adhesive is purposely formulated with fast initial grab and it is ideal for 
installing wall and celling paneling. Staerk SAN-FG construction adhesive is 
acrylic based with no fumes ( low odor) and can be easily cleaned up with water 
which makes it perfect for safer inside use. With all this great advantages and 
heat resistance of up to 90C , it is a very practical and important product for 
building industry. IN COMPLIANCE WITH: AS 2329-1999, AS 2753-1985, BRANZ, 
APPRAISAL NO.978(2017), GREEN STAR LOW VOC.

RECOMMENDED USE

Wall and Ceiling paneling
- For faster fixing of plasterboard or wall panels to
frames.
- Timber & veneer panels to ceiling.

Architraves, Skirting boards
- Quick and practical bonding of skirting boards and
architraves.
- Repairing loose trims around the house.

Doors and Windows
- Fixing of doors and windows frames to interior walls
and exterior walls, if not exposed to direct water.
- Gluing interior trims to window and door frames.

APPLICATION

Cut off the top of the sausage, position the sausage 
into the barrel calking gun, fit the nozzle into the top 
of the sausage and close the calking gun. Cut the 
nozzle on an angle to achieve needed opening. 

Apply sufficient pressure and make daubs of adhesive 
(35mm in diameter and about 15-20mm high) at 
every 300mm for walls and 200mm for ceiling panels. 
Install the panels immediately, do not allow adhesive 
skinning to occur. Cold temperatures (10oC or less) 
will affect the performance and curing time of 
adhesive. Steps need to be taken to achieve 10oC+ 
at the time of installation. 

Do not place fasteners on top of the Staerk Strong as 
Nails FAST GRIP adhesive, that can cause fastener 
popping. Let the adhesive set for at list for 48 hours 
before removing the clamps or temporary 
mechanical fasteners. Not suitable if substrate 
surfaces is non-porous. Protect from direct contact 
with water by sealing the area with silicone sealer or 
other measures.

SUITABLE FOR

Strong as Nails Fast-Grip Construction adhesive is 
exceptionally fast at bonding to these substrates:

- WOOD, PARTICLE BOARD, PLYWOOD
- PLASTERBOARD, FIBRE CEMENT
- CERAMIC, PORCELAIN, STONE
- BRICKS, CONCRETE, MASONRY
- POLYURETHANE FOAM AND METAL

BENEFITS

High Strength
High bond strength meets and exceeds AS2329, 
mastic adhesives. Bridges gaps up to 9mm-effective 
when used on uneven surfaces.

Fast Cure
It has excellent weather-resistant properties and it is 
able to perform great in different temperatures. It can 
be used in any environment.

Easy to Clean
The product is acrylic-based adhesive which means 
that can be very easily cleaned up with water and less 
mess.

20y. Guarantee
Against cracking, peeling, or crumbling under proper 
usage. We give one of the longest and comprehensive 
guarantees in the industry. PACKAGING

600ML Sausage, 20 Sausages per box

STORAGE

Protect from freezing, store in a cool dry place below 
25 C temperature to prolong its service life.
Product must be used within 24 months of purchase.

PROPERTIES

Density  1,60 g/cm 
Curing Time +23°C/50% RH | 1 mm/24hrs 
Temporary fasteners remove a�er 3 days | 
+23°C/50%
Full cure 10 days | +23°C/50%
Application Temperature +5°C to +40°C
Temperature Resistance -40°C to +140°C
Tensile Strength 2,00 N/mm2
Skin Formation 20 minutes | +25°C


